$89.95 


WITH VOICE 

RECOGNITION 

¢ DIGITAL RECORDING OF 
SPEECH, SOUND, AND MUSIC 

e FULL GRAPHIC EDITING 
CAPABILITIES 


A COMPLETE, SUPERIOR SPEECH AND SOUND DEVELOPMENT 
SYSTEM FOR IBM PC, XT, AT, AND COMPATIBLES 
(Requires Speech Thing for Audio Playback) 


VOICE MASTER PC is a hardware and software based development system for putting your own sounds, any sounds, 
on software. Ideal for experimenters and software writers alike. Use for spoken advisories in business software, 
instrumentation, language and other educational! training, electronic voice store and forwarding, artificial intelligence 
applications and more. Program ROMs for stand-alone talking robots, toys, or sales displays. VOICE MASTER PC is 
easy to use; gives new dimensions for friendlier computer interactions. 


HARDWARE consists of a short plug in board that fits in any available slot. External ports include microphone and line 
level inputs. The board contains a pre-amplifier and an 8 bit A/D (analog-to-digital) converter. High gain, flat response 
electret microphone included. 


SOFTWARE provides sampling rate variations of 500 to 15,000 bytes per second. Graphics-based editor allows for 
cutting and pasting of the sound waveform. Results can be saved to disk and linked to form disk sound files for use with 
user programs. Data compression utility saves memory by compressing sound to 4 or 1 bit samples. A real time digital 
oscilloscope allows views of the incoming waveform. 


BONUS SOFTWARE: Speech recognition is included which can be used with user written programs. The system is 
capable of recognizing 64 user-trained words or phrases. User can contro! the vocabulary syntax and recognition ac- 
curacy. Recognition voice ‘‘templates’’ can be saved to disk. Speech recording and recognition software can be used 
together for a two way verbal exchange with your computer! 


SYSTEM REQUIREMENTS: MS DOS 2.1 (or greater), 256K RAM, and the Covox Speech Thing. 


The VOICE MASTER PC Digitizer comes complete with hardware, software, and manual for only $89.95. Get yours 
today from Covox or an authorized Covox dealer. 


SPECIFICATIONS: Eight bit PCM (pulse code modulation). Two 
capacitatively coupled analog inputs for microphone and line 
level with input impedances of 1K and 10K, respectively. Four dif- 
ferent I/O address ranges can be selected: $220, $240, $280, $2CO 
(numbers in.hex). Analog input amplifier has AGC (automatic 


gain control) and compression. Two selectable channels: Chan- 
nel one filters the input using a third order anti-aliasing low pass 
filter with a 5K Hz bandwidth. Channel two rectifies and smooths 
the input which is used for measuring the energy content of the 
signal. 


i Covox Voice Master PC Digitizer 


The editing software allocates 64K of RAM for input, variable to 
576K of RAM with data file links. User selects sample rate. 
Speech can be compressed in the buffer by removing silence 
periods, sections of sound, or by companding to four bits 
(ADPCM) or one bit (VoiceMaster). Individual phrases can be 
saved and linked to form digital sound files for use in programs 
or external EPROMs. EGA, CGA, and Hercules monochrome 
graphic standards are supported. Editing program written entire- 
ly in machine language. 
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